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MF2000 HIGH PRESSURE GREASE FILTER
Designed and manufactured in AUSTRALIA for the use in the MINING &
EARTHMOVING industries.

MF2000 grease filter has been developed to filter the grease entering

the pump station grease tank on earthmoving equipment to prevent
contamination reaching pumps and distributors which could cause
premature failure of machine components and pumping equipment.

MAXIMUM RECOMMENDED OPERATING PRESSURE 4,000 PSI

FILTRATION: 180 MICRON (STANDARD) or 300 MICRON

INLET / OUTLET: 3/4” UNO FEMALE PORTS or 1-1/16” UNO FEMALE PORTS

HOUSING O.D: 57MM DIAMETER
OVERALL LENGTH: 300MM

PART NUMBER OPTIONS:

MF2000-08 3/4 UNO GREASE FILTER (180 MICRON) C/W NIPPLES & MOUNTING CLAMP
MF2000-08-300 3/4 UNO GREASE FILTER (300 MICRON) C/W NIPPLES & MOUNTING CLAMP
MF2000-08B 3/4 UNO GREASE FILTER (180 MICRON) (NO NIPPLES/MOUNTING CLAMP)
MF2000-12 1-1/16 UNO GREASE FILTER (180 MICRON) C/W NIPPLES & MOUNTING CLAMP

MF2000-12-300 1-1/16 UNO GREASE FILTER (300 MICRON) C/W NIPPLES & MOUNTING CLAMP
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MF2000-12B 1-1/16 UNO GREASE FILTER (180 MICRON) (NO NIPPLES/MOUNTING CLAMP)




